Oil Free Compressors with Dryer
we i

Dental Surgeries Motor HP  Volt/Hz  Ltrs/Min @ 5bar  Receiver Ltrs dB(A) Dimensions LxDxH  Weight Kgs

DenComp 3 3 1.5 230/50 150 50 67 75x40x75 60
DenComp 4 4 2.5 230/50 225 50 67.5 75x40x75 62
DenComp 8 8 2x2.5  230/50 450 100 70 120x40x75 124

Low Noise Oil Free Compressors with Dryer

Dental Surgeries Motor HP  Volt/Hz  Ltrs/Min @ 5bar  Receiver Ltrs dB(A) Dimensions LxDxH  Weight Kgs

DenComp LN2 2 1.4 230/50 100 30 57 80x40x57 72
DenComp LN3 3 1.5 230/50 150 30 57 92x40x57 76
DenComp LN4 4 2.5 230/50 225 30 57 92x40x57 85

Emergency Backup Compressor
Dental Surgeries Motor HP  Volt/Hz Ltrs/Min @ 5 bar ~ Receiver Ltrs dB(A) Dimensions LxDxH  Weight Kgs

SuperFox 3T 3 1.5 230/50 160 3 61 55x34x38 19.5

Standard voltage for all compressors 230/50. Other voltages available. Maximum pressure for all compressors 8 bar.

Filtration & Regulation

Portbsp  Max Flow Rate I/min  Particle Removal Oil Carryover Dimensions LxDxH Weights Kgs

D20XAC Duplex Filter "1/4" 425 0.01 micron 0.003 ppm 330x75x75 0.85
A20MS Sterile Filter "1/4" 565 0.01 micron 0.003 ppm 230x75x75 0.65
MSM 1 Filter Regulator "1/4" 660 5 micron 5 ppm 60x105x180 0.45
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